
Designation of a Notified Body pursuant to the Construction
Products Regulation

From : Ministry of Economy – DG
Product Safety and Inspection
Inönü Bulvari No:36 Emek 06100
Ankara
Turkey

To : European Commission
GROWTH Directorate-General
200 Rue de la Loi,
B-1049 Brussels.

Other Member States

Reference : Regulation (EU) No 305/2011 - Construction products

Body name, address, telephone, fax, email, website :

KALITEST BELGELENDIRME VE EGITIM HIZMETLERI LTD. STI.
Levaz#m Mahallesi Yazgülü Sokak Ayd#n Sitesi 1. K#s#m C-4 Blok No: 1 D: 33 34340
Be#ikta#/#STANBUL
Turkey
Phone : +90 212 269 3741
Fax : +90 212 269 3744
Email : info@kalitest.com.tr
Website : www.kalitest.com.tr

Body : NB 2179

Created : 20/07/2009 | Last update : 05/12/2016

The body is formally accredited against :

EN 45011 - EN ISO/IEC 17065

Name of National Accreditation Body (NAB) : TURKAK (Turkish Accreditation Agency)
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Authorised contact person(s) in Body
Name, direct telephone, and personal email

Ogün Köse - - - -

Tasks performed by the Body :

Created : 29/09/2014 | Last update : 29/09/2014

Decision Product family, product/Intended use AVCP system Technical specification

95/467/EC Chimneys, flues and specific products (1/1) : - Prefabricated
chimneys (storey height elements), flue liners (elements or
blocks), multi-shell chimney (elements or blocks), single
walled chimneys and attached chimneys (chimneys).

FPC Certification
Body (System 2+)

EN 12446:2011

EN
13063-1:2005+A1:2007

EN
13063-2:2005+A1:2007

EN 13063-3:2007

EN 13069:2005

EN 13084-5:2005

EN
13084-5:2005/AC:2006

EN 13084-7:2012

EN 14471:2005

EN 1457-1:2012

EN 1457-2:2012

EN 14989-1:2007

EN 14989-2:2007

EN 1806:2006

EN 1856-1:2009

EN 1856-2:2009

EN 1857:2010

EN 1858:2008+A1:2011

97/555/EC Cements, building limes and other hydraulic binders : -
Building limes, including:<BR>-Calcium limes,<BR>-Dolomitic
limes,<BR>-Hydraulic limes (preparation of concrete, mortar,
grout and other mixes for construction and for the
manufacture of construction products).

FPC Certification
Body (System 2+)

EN 459-1:2010

97/740/EC Masonry and related products (1/3) : - Factory-made,
designed masonry mortars (in walls, columns and partitions).

FPC Certification
Body (System 2+)

EN 998-2:2010

97/740/EC Masonry and related products (1/3) : - Masonry units category
I (in walls, columns and partitions).

FPC Certification
Body (System 2+)

EN 771-1:2011

EN 771-2:2011

EN 771-3:2011

EN 771-4:2011

EN 771-5:2011

EN 771-6:2011

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates for bituminous mixtures and surface treatments
(for roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004
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Decision Product family, product/Intended use AVCP system Technical specification

EN 13139:2002

EN 13139:2002/AC:2004

EN 13242:2002+A1:2007

EN 13450:2002

EN 13450:2002/AC:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Railway ballast (for railway works).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004

EN 13139:2002

EN 13139:2002/AC:2004

EN 13242:2002+A1:2007

EN 13450:2002

EN 13450:2002/AC:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates and fillers for concrete, mortar and grout (in
buildings, roads and other civil engineering work).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004

EN 13139:2002

EN 13139:2002/AC:2004

EN 13242:2002+A1:2007

EN 13450:2002

EN 13450:2002/AC:2004

98/598/EC Aggregates for uses with high safety requirements (2/2) : -
Aggregates for unbound and hydraulically bound mixtures (for
roads and other civil engineering works).

FPC Certification
Body (System 2+)

EN 12620:2002+A1:2008

EN 13043:2002

EN 13043:2002/AC:2004

EN 13055-1:2002

EN
13055-1:2002/AC:2004

EN 13055-2:2004

EN 13139:2002

EN 13139:2002/AC:2004

EN 13242:2002+A1:2007

EN 13450:2002

EN 13450:2002/AC:2004
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